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Pump units 1PB

MOTOR/GEAR PUMP ASSEMBLY, HIGH PRESSURE, VERTIKAL VERSION

The pump unit is assembly of the pump, coupling and el. motor

The unit supplies oil flow and pressure for hydralic system

When installing the pump units, care should be taken about the 
following:

- velocity of the fluid flow in suction line must be 0,5 to 0,7 m/s

- max subpressure in the suction line must not be higher than 
0,1 bar, while oper pressure must not exceed 1 bar

- oil level in the tank must be above the pump

- installataion on suction filter is obliged

TECHNICAL DATA

Symbol

Pump (gear)

1,2 ... 30

1000

250;  320;  400;  630

class E  -  IP44

16 ... 90

El. motor

Working fluid

mineral oil

viscosity

temperature o( C)

2(mm /s)

M

flow rate (l/min)

speed (r.p.m.)

nominal pressure (bar)

rotation direction

form

insulation - protection

power (kW)

speed (r.p.m.)

voltage (V); 50 Hz

Mass (kg)

 
anticlockwise or clockwise

0,75 ... 37

1000

220 / 380

B14 or B5

-20 ... +70

see mounting drawing

max pressure (bar) 700

DESIGNATION

1PB. 00 *  .  *  E  *  

El. motor power

Insulation

Pressure

Flow rate

HYDRAULCS
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MOUNTING DRAWING (dimensions in mm)
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